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Modern Timber Construction is complex and wide-
ranging. For prefabrication this requries flexibility. And 
a modular prefabrication system: 

1. Equipment can be customized according to your 
company‘s need

2. Production can be reorganized and optimized for 
every project 

3. Expandable at any point in time (e.g. one long table 
with several modular workstations). 

Modular System

The modules are only mechanically 
interconnected, without loosing preci-
sion. Every module is levelled with the 
help of its leveling feet. 

Robust For Decades:  The table can ab-
sorb forces of several tons in a horizon-
tal as well as vertical direction without 
any risk of deformation over the years. 

Quality Made in Switzerland: No me-
chanical slackness in the holes or with 
the edge stops, even after years.

Complexity Worth the Effort: Our sophisticated 85 mm Sandwich Panel with a wooden core 
and double-sided metal layers contains many hidden advantages.

Precision Is Everything: Every module 
is CNC machined with a tolerance of 
±0.1 mm in order to have timber frames 
with milimetre precision and perfectly 
right angles. This saves a considerable 
amount of assembly time on-site.

Designed To Be Efficient: A continuous-
ly closed working surface, where no 
component of the timber frame has to 
be supported additionally and that is 
easy to access for the operator.

Modular Workstations
Subdivide one long table order-relatedly in 
several workstations. 

• Optimize Workspace
• Eliminate Waiting Time
• Maximize Productivity

To increase capacity an existing table can 
always be extended in length at a later point 
of time.

Parallel Table Height Extension
Permanently mounted with a min. 3 m 
pressing height that can be pulled out 
drawer-like to reach 3.25 and 3.5 m

Lateral Table Height Extensions
Can be mounted and unmounted 
if need. Sizes over 80 cm with an 
additional support foot. 

Table Separation
Subdivide the table in several 
workstations in a very flexible way. 
20 mm thick edge stop plate with 
height-adjustable panel edge stops. 

Angle Stop
This stop can be precisely adjusted to 
the angle of gable elements. 

Base Modul
Starting from a base modul of 1.5 x 3.0 m 
and using the different accessories the 
table can be individually assembled to any 
final width and length. 
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Optimize each step of the production

Wall Elements 1

1. Frame Assembly
 Insert/angle posts and beams
 Fastening
 Fixing (Nails, Screws)
2. Panelling First Side
3. Nailing
4. Cutting
5. Flip-over
6. Insulation, Electricity
7. Panelling Second Side
8. Nailing
9. Cutting

Quick-release Stop
Thanks to the hole grid additional 
stops can be added anywhere and 
rotated in any sense. 

With a stroke of 300 mm the quick-
release stop reaches any point on 
the work surface. 

Integrated Scale
Measuring and marking of the 
posts position becomes obsolete.

Important Checking: Same value 
on the bottom and at the top > 
Posts and beam are square

Edge Stop Plate
Mounted laterally on two sides 
of the table these plates form a 
perfectly right angle.

Precision: Post and beams are sup-
ported continuously along their 
whole length and not only at select 
points!

Handy: Protrudes only 20 mm and 
is never in the way.

Compressed Air: Cylinders are 
connected one after the other and 
keep their pressure upright even 
without constant supply. 

Force: Heavy duty cylinder with   
1.4 t push. Small and handy cylin-
der with 330 kg.

Pneumatic Cylinders
For fastening the element in its fi-
nal position. 

Efficient: Element doesn‘t move 
while post and beams are nailed or 
screwed together.  

Practical: With its 340 mm stroke 
and 360° rotateability the cylinders 
can reach any point on the table.

Flexible Edge Stops
Support posts and beams up to a 
height of 280 mm.

More precision: Use a screw and 
washer to pull the beam tightly 
towards the edge stop.

20 mm

20 mm

Practical: Mounted laterally every 
125 mm they can be tilted to be 
moved out of the way.

Precision: The element can not 
only be fastened from the top, 
but also be pushed in the angle 
laterally. 

Hole Grid: All the 
accessories can be easily 
mounted in the holes of 
the construction table. 
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Optimize each step of the production

Wall Element 2

1. Frame Assembly
 Insert/angle post and beams
 Fastening
 Fixing (Nails, Screws)
2. Panelling First Side
3. Nailing
4. Cutting
5. Flip-Over
6. Insulation  Electricity
7. Panelling Second Side
8. Nailing
9. Cutting

Panel Edge Stop
Pre-adjust the overlap of your pa-
nels from 0-70 mm by turning the 
special nut.

Efficient: Whether manually or 
using vacuum suckers a single 
operator can do the panelling on 
his own. 

Laser Marker
No more tape and pencil for 
measuring and marking the positi-
on of the posts. Simply follow the 
laser beam. 

Foil Cart 
Keep your rolls organized but al-
ways close at hand. 

Handy: Allows a single operator to 
do the job on his own.

Leveling Feet Base
Perfect planarity of the work surface: 
Every module is leveled thanks to its 
four leveling feet. 

A table height of ca. 30 cm allows near 
fatigue-free working in an ergonomic 
posture. It also enables to step onto the 
table in an effortless and safe way. 

Hydraulic-Tilt Base
Tilt your elements vertically and 
torsion-free before turning them on the 
other side. Ideal for complex elements 
and when a crane is unavailable.

Pivot Base
With limited space, this table can be 
folded back against a wall, which clears 
the area for other work. 

Flip-Over of Elements: 
Elements are being flipped-over 
using straps on a crane crossbeam. 
Fast and secure. 
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One Table, Two Systems

Roof and Floor

Double-Rail
The fix part of the double-rail is 
fixed in the hole grid. Its flexible 
counter-part can be slided along-
side it and serves for fastening the 
rafters. 

Height Extension
Table height extensions of 2 m can 
be mounted laterally on the table. 
Several of them can be mounted in 
series if needed. 

Handy: The extensions are easily 
unmounted and thus never in the 
way.

Purlin Angle
Roof inclination of 0-45° precisely 
adjustable. This solid angle is fixed 
in the table‘s hole grid. 

Lay out the whole roof without 
purlins? Contact us for a multitude 
of other options. 

Edge Stop
A special edge stop plate can be 
mounted laterally on the table 
and fixes the position of rafter‘s 
notches.

Sliders
The sliders are adujsted to the right 
value using the integrated scale.

Efficient: Sliders have to be adjus-
ted only once for several elements 
with the same rafter spacing. 

Quality: With additional double-rails 
the rafters are also held in the right 
position in the middle.

Precision: Use pneumatic cylinders 
for fastening and manage to re-adjust 
even heavily twisted rafters. 

The angle for the lateral purlins can 
be moved freely on the table height 
extension, in order to adapt to any 
length. 

Purlin Angle

Lay out the whole roof
and keep a global view

Prefabricate

Roof and Ceiling System

and save time

Efficiency: Pull back double-rail, position 
rafters and beams between sliders and 
close double-rail: All rafters are fastened 
in position at once!
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Camber
Introducing wedges between the 
element and the surface of the tab-
le a slight camber can be achieved 
and the final deflection of the ele-
ment can be reduced.  

Thus the structural safety can be 
guaranteed while working with a 
reduced section height.

Single Production Cycle
The element doesn‘t need to be 
flipped-over for fastening the bot-
tom panel. Both panels can be 
glued and pressed in the same pro-
duction cycle. 

Several Elements: As long as the 
beams have the same spacing several 
elements can be produced on top of 
each other.

Alternating Production: During the bonding 
a certain curing time has to be observed. 
It is practical to have a longer table, where 
another element can be produced during that 
time.

Position Pressing Units: The pressing 
units are moved in batches whose 
number depends on the average 
length of the elements of a given 
project.

Tie Rods: Tie rods are anchored in the 
construction table on both sides of the 
element using expansion heads and redirect 
the counteracting force of the pressing units.

Adhesive Application Machine with Guiding 
System: A tailor-made manual device for more 
economical adhesive application directly from 
the 50 kg container. 

The additional Guiding System allows for an 
efficient application in a straight line while 
keeping an ergonomical postsure. 

Structural and Visible
As no screws are used the bottom 
panel is in visble quality and ready 
to be installed. 

Aesthetic and unrivalled: The 
whole element is thus not only 
structural but also aesthetically ap-
pealing. And as there is no need for 
further cladding or treatment on-
site, the whole structure becomes 
very interesting from an economi-
cal point of view.

Guaranteed Pressure
As the pressure can be tuned pre-
cisely and checked regularly the 
quality of the adhesive joint can be 
certified as required by engineers 
and authorities.

Continuous Quality: In case the 
adhesive joint shrinks over time 
through curing or leaking of the 
adhesive this system maintains the 
same amount of pressure by top-
ping up air.

Pressing Units: A pressing hose 
on the bottom side of the pressing 
units is blown up with up to 3 bar 
of compressed air, resulting in a 
mechanical force of 39 kN (3.9 t) that 
presses evenly on the element.

Adhesive bonded elements offer many advantages 
for the future of timber construction: 

1. Freespan widths of  7-9 m thanks to improved 
bending stiffness 

2. Up to 30% reduction of element thickness

3. Lower three-ply panel in ready-to-install visible 
quality (no screw holes) 

4. Alternative product to CLT for multi-story 
buildings

Box Girders
Ribbed Slabs &
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More Information:
woodtec.ch/assemblytable

woodtec Fankhauser GmbH

Moosweg 1
CH - 4803 Vordemwald

tel +41 62 752 95 80
fax +41 62 752 95 84

info@woodtec.ch
www.woodtec.ch

Box Girders
 Ribbed Slabs

Cross Laminated Timber

CLT / XLam
Timber Frame Material Handling

http://www.woodtec.ch/assemblytable
http://www.woodtec.ch/contact

